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USING LONG STAGE TO
MARK HEIGHT VARIATION

PROCESS
IMPROVEMENT




VAN FINE HEICHT ADJUSTMENT

[ OF INKJET PRINTER CANNOT BE CONDUCTED ]
\ 4

HEIGHT SETTING CAN BE ONLY
BE CONDUCTED IN THE HEIGHT
OF OPENING SCREW HOLE

IM THE HOLDER.

UNRESTRICTED MARKING
ADJUSTMENT CANNOT
BE CONDUCTED

HOLDER

INKJET PRINTER
BOTTLE

INSTALLATION AND REMOVING
OF & BOLTS BECAME IS
MNECESSARY!



(2'.) INSTALL PRINTER IN LONG STAGE
: TO EASELY & FREELY ADJUST THE HEIGHT!

BOLTLESS

OPERATION

INKJET PRINTER

LONG STAGE

FINE HEIGHT ADJUSTMENT |
CAN NOW BE ACHIVE BECAUSE -
IT DOES NOT RELY ON SCREW
HOLE ON THE HOLDER.

HOLDER



LONG STAGE [XLSR-150)

STAGE SURFACE
25MAM X 42MM

MADE OF
ALUMINUM ALLOY

-

SATIM BLACK
ANODIZED ALURINUIA

@
-

18MM [N ONE
ROTATION OF HANDLE

SUPPORT HOLDER TYPE STAGE FOR FURTHER SPACE SAVING.

WE ALSO HAVE THE XL5R-150 BC, A LONG STAGE WHERE THE USER CAN AFFIX THE PRINTER ON
THE STAND ITSELF. THIS STAGE CAN SAVE EVEN MORE SPACE BECAUSE A HOLDER 1S NOT NEEDED.






